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Teknikum VENT™  

 

APPLICATIONS 

Teknikum VENT™ is a ventilation hose for 
harsh conditions and industrial applications. 

 

ADVANTAGES 

• Safe and durable hose 
• Extra thin structure 
• Excellent weather and ozone 

resistance 
• Quick and easy installation 

 

TECHNICAL PROPERTIES 

Previous versions 

VENT™ 
 (same reference and structure) 

Structure 

• Tube:  
o black SBR 
o wear resistant 
o smooth 

• Reinforcement: cotton fabric with CR 
lining and steel spiral.  

• The hose cover is corrugated. 

Temperature range 

-40°C...+80°C  

 

 

 

SUITABLE COUPLINGS AND CLAMPS 

Recommended clamp is hose clamp. 

Spiral-free cuff-ends 

Hoses with inner diameter 203-300 mm are 
manufactured with spiral-free cuff-ends to 
make clamping easier. Cuff length is 40 mm. 
These diameters will not be cut by Teknikum. 

 

MANUFACTURER  

Teknikum Oy (Business ID FI07645274), 
Nokiankatu 1, 38210, Sastamala, Finland 

More information 
sales@teknikum.com 
www.teknikum.com 

All rights reserved. © 2020 Teknikum Group 
Ltd.  
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ORDER REFERENCE 

Product code  Ø i.d. 
mm 

Ø o.d.  
mm 

Bending 
radius 
mm 

Weight  
kg/m 

 Length 
m 

VENT040 40 46 60 0,30 20 

VENT050 50 56 70 0,50 20 

VENT063 63 69 90 0,60 20 

VENT075 76 82 110 0,70 20 

VENT090 90 96 120 0,80 20 

VENT100 102 108 130 0,90 20 

VENT115 115 121 150 1,00 20 

VENT125 127 132 180 1,20 20 

VENT150 152 158 290 1,40 20 

VENT200 203 211 300 2,70 6 

VENT250 253 261 320 3,30 6 

VENT300 300 308 400 4,00 6 

Other dimensions available on request. 

 

MARKINGS 

 


	Teknikum VENT™

