
MHZ2, Air Gripper, Parallel Type,
Standard

MHZ2-32D

Datasheet

Standard parallel type air gripper•

Bore sizes from 6 mm to 40 mm•

Double acting and Single acting available•

Auto switch capable•

Improved rigidity of guide rail•

Gripper, external grip, double-acting with
permanent magnet on piston

Standard specifications
Bore Size 32mm
Action D (Double Acting)
Finger Position Standard
Body Option Basic
Auto Switch No Switch
Lead Wire or Prewired Connector 0.5m (Or None in the Case of No Switch)
Number 2 pcs. (Or None in the Case of No Switch)
Pressure medium Air
Maximum temperature of pressure medium 60 ºC
Minimum temperature of pressure medium -10 ºC (No freezing)
Maximum operating pressure 0.7 MPa
Minimum operating pressure 0.1 MPa
Maximum ambient temperature 60 ºC
Minimum ambient temperature -10 ºC (No freezing)
Conform to the European RoHS Directive Conform
Pneumatic input connection M5
Pneumatic exhaust connection M5
Repeatability ± 0.02 mm
Lubrication Non-lube
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Type of gripper Parallel
Number of pneumatic connections 2
Effective holding force per finger, external (0.5 MPa) 158 N
Effective holding force per finger, internal (0.5 MPa) 193 N
Number of fingers 2
Mode of operation Double acting
Maximum operating frequency 60 c.p.m.
Opening / closing stroke (both sides) 22 mm
Weight 0.715 Kg
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Dimensions
Datasheet - MHZ2-32D
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Constructions
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Additional information

Catalogue MHZ_EU.pdf

Operation manuals OM_MHZ2_OMD0047EN.pdf
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https://content2.smcetech.com/pdf/MHZ_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_mhz2_omd0047en.pdf
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