
IR1000~3000, Precision Regulator
IR1000-F01

Datasheet

Series IR Precision Regulators are designed to be compact and light weight. The maximum set pressure has been

expanded from the conventional 0.7MPa to 0.8MPa. Relief flow has been increased by nearly 5 times (compared to

SMC IR201, IR401). The optional bracket and pressure gauge can be mounted on either the front or back of the unit.

Pressure control valve, relieving pressure
regulator, adjustable

Standard specifications
Body Size 1 (IR1000)
Type of Setting 0 (Basic [Handle])
Set Pressure 0 (0.005~0.2MPa [IR1000/2000] or 0.01~0.2MPa [IR3000])
Thread F [G(PF)]
Port Size 01 (1/8 [IR1000 Only])
Accessory None
Suffix 1 Standard
Suffix 2 None
Made to Order None
Switch Specifications None
Pressure medium Air
Maximum temperature of pressure medium 60 °C
Minimum temperature of pressure medium -5 °C [with no freezing]
Maximum operating pressure 1.0 MPa
Minimum operating pressure +0.05 Mpa
Maximum ambient temperature 60 °C
Maximum ambient temperature with magnet -5 °C [with no freezing]
Conform to the European RoHS Directive Conform
Approvals No need
Sensitivity Within 0.2% of full span
Repeatability Within 0.5% of full span
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Set pressure range 0.005 - 0.2 MPa
Linearity Within 1% of full span
Air consumption (At supply pressure of 1.0 MPa) 4.4 l/min (ANR) or less
Input signal pressure 0.01 - 0.8 Mpa

Dimensions
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Constructions

Datasheet - IR1000-F01

21/04/2020 Page 3

SMC CORPORATION      +34 945184126    emcmarketing@smc.smces.es

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t p
rio

r n
ot

ic
e 

an
d 

an
y 

ob
lig

at
io

n 
on

 th
e 

pa
rt 

of
 th

e 
m

an
uf

ac
tu

re
r.

mailto:emcmarketing@smc.smces.es


Additional information

Catalogue IR1000-2000-3000-B_EU.pdf

Datasheet - IR1000-F01

21/04/2020 Page 4

SMC CORPORATION      +34 945184126    emcmarketing@smc.smces.es

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t p
rio

r n
ot

ic
e 

an
d 

an
y 

ob
lig

at
io

n 
on

 th
e 

pa
rt 

of
 th

e 
m

an
uf

ac
tu

re
r.

https://content2.smcetech.com/pdf/IR1000-2000-3000-B_EU.pdf
mailto:emcmarketing@smc.smces.es

