
VM100, 100 Series 2/3 Port
Mechanical Valve
VM130-F01-32BA

Datasheet

General series information
Fluid: Air/Inert gas.•

Compact size.•

Piping options: Side ported, Bottom ported.•

Possible to choose mounting method with side ported.•

Variety of actuator types.•

Directional control valve 3/2-way valve, closed
normal position With a push control

mechanism Return with mechanical control
spring

Standard specifications
Bracket None
Piping Direct., Plunger Length 0 (Side Ported Long)
Suffix B (Black)
Number of Ports 3 Port
Actuator type 32 (Push Button, Extended)
Port Size F01 (G 1/8) Side Ported Only
Body Option Side Mounting
Indicator None
Pressure medium Air/Inert gas
Maximum temperature of pressure medium 60 ºC
Minimum temperature of pressure medium -5 ºC (No freezing)
Maximum operating pressure 1.0 MPa
Minimum operating pressure −100 kPa
Maximum ambient temperature 60 ºC
Minimum ambient temperature -5 ºC (No freezing)
Pneumatic input connection G 1/8
Pneumatic exhaust connection G 1/8
Function in normal position Exhausted
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Type of piloting Directly
Valve return Mechanical spring
Flow rate 144 l/min
Critical pressure ratio 0.2
Sonic conductance dm3/(s·bar) 0.6
Actuation type Manually
Weight 0.112 Kg
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Dimensions
Datasheet - VM130-F01-32BA

10/08/2023 Page 3
SMC United Kingdom      +34 945184126    sales@smc.uk

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t p
rio

r n
ot

ic
e 

an
d 

an
y 

ob
lig

at
io

n 
on

 th
e 

pa
rt 

of
 th

e 
m

an
uf

ac
tu

re
r.

mailto:sales@smc.uk


Constructions
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Additional information

Catalogue VM100-200-A_EU.pdf

Installation manuals IM_VM100_TF2Z478EN-C.pdf
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https://content2.smcetech.com/pdf/VM100-200-A_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/installationmaintenance-manuals/en/im_vm100_tf2z478en-c.pdf
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