
AC20A-B to AC60A-B, Modular
Type, Filter Regulator + Lubricator

AC40A-F04E-B

Datasheet

General series information
Filter Regulator + Lubricator.•

Body size: 20, 30, 40, 50, 60.•

Port Size: 1/8, 1/4, 3/8, 1/2, 3/4, 1.•

Max. operating pressure: 1.0 MPa.•

Attachments.•

Air combination, Air filter, regulator and
Lubricator

Standard specifications

Pressure Units Standard (Name Plate, Caution Plate for Bowl, and
Pressure Gauge: MPa)

Body Size 40
Bowl Guard Without
Drain Cock w/Barb Fitting Without Barb Fitting
Port 04 (1/2)
Exhaust Mechanism Relieving
Flow Direction Standard (Flow Direction: Left->Right)
Thread F (G)
Float type auto drain Without Auto drain

Bowl type + Drain Cock for Lubricator Standard (Polycarbonate Bowl + Lubricator without Drain
Cock)

Set pressure Standard (0.05 to 0.85 MPa)

Pressure gauge / Digital pressure switch E [Square embedded type pressure gauge (with limit
indicator)]

Pressure Switch Without
Residual Pressure Relief 3 Port Valve Without
Filter Regulator Drain Port Standard
Check Valve Without

10/08/2023 Page 1

SMC United Kingdom      +34 945184126    sales@smc.uk

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t p
rio

r n
ot

ic
e 

an
d 

an
y 

ob
lig

at
io

n 
on

 th
e 

pa
rt 

of
 th

e 
m

an
uf

ac
tu

re
r.

mailto:sales@smc.uk


Pressure medium Air
Maximum temperature of pressure medium 60 °C
Minimum temperature of pressure medium -5 °C (with no freezing)
Maximum ambient temperature 60 °C
Minimum ambient temperature -5 °C (with no freezing)
Drain Capacity 45 cm3
Oil capacity 55 cm3
Weight 1.167 Kg
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Dimensions
Datasheet - AC40A-F04E-B
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Additional information

Catalogue AC-B-B_EU.pdf

Declaration of conformity newDoc_AW-B_TF1W28EN.pdf

Installation manuals IM_AW_SMU06EN-A.pdf

Operation manuals OM_AWx-B_OMS0038EN-C.pdf
OM_AC-B_OMT0014EN-A.pdf
OM_AWxK-B_OMT0013EN-B.pdf

Datasheet - AC40A-F04E-B

10/08/2023 Page 4

SMC United Kingdom      +34 945184126    sales@smc.uk

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t p
rio

r n
ot

ic
e 

an
d 

an
y 

ob
lig

at
io

n 
on

 th
e 

pa
rt 

of
 th

e 
m

an
uf

ac
tu

re
r.

https://content2.smcetech.com/pdf/AC-B-B_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_aw-b_tf1w28en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/installationmaintenance-manuals/en/im_aw_smu06en-a.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_awx-b_oms0038en-c.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_ac-b_omt0014en-a.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_awxk-b_omt0013en-b.pdf
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