
C96S(D), ISO 15552 Cylinder,
Double Acting, Single/Double Rod
with Air cushion on both ends and

Bumper cushion
C96SDB32-100C

Datasheet

C96-C, ISO 15552 Cylinder, Double Acting, Single/Double Rod with Air Cushion and bumper.•

New types added: Standard, non-rotating, smooth cylinder and cylinder with lock unit.•

Rod boot option added for the standard type.•

Integrated function of the air cushion and the bumper.•

Bore sizes (mm): 32 ~ 125.•

Strokes up to 2000 mm.•

Weight reduced by up to 17% thanks to the new the design of the cover and the piston.•

Many made to order available.•

Double-acting cylinder with cushioning
adjustable at both ends, single piston rod
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Standard specifications

Magnet D (Built-in Magnet)
Mounting B (Basic)
Bore Size Ø32 mm
Stroke 100
Rod Boot w/o Rod Boot
Rod Single Rod
Auto Switch No Switch
Lead Wire or Prewired Connector 0.5m [Or None in the Case of No Switch]
Number 2 pcs. [Or None in the Case of No Switch]
Rod End Options None
Temperature Resistance None
Heavy Duty Scraper None
Tie Rod None
Fluororubber Seal None
Coil Scraper None
Made of Stainless Steel None
- Compressed Air
Maximum temperature of pressure medium with magnet 60 ºC
Minimum temperature of pressure medium with magnet -10 ºC (no freezing)
Maximum operating pressure 1.0 MPa
Minimum operating pressure 0.05 MPa
Proof pressure 1.5 MPa
Maximum ambient temperature with magnet 60 ºC
Minimum ambient temperature with magnet -10 ºC (no freezing)
Pneumatic input connection G 1/8
Pneumatic output connection G 1/8
Theoretical cylinder force, advance stroke (at 0.5 MPa) 402 N
Theoretical cylinder force, return stroke (at 0.5 MPa) 346 N
Maximum piston speed 1,000 mm/s
Type of cushioning Air cushion on both ends + Bumper cushion
Piston rod end Male thread
Male thread of rod end M10 x 1.25
Minimum piston speed 50 mm/s
Weight 0.650 Kg
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Dimensions
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Constructions
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Additional information
 

Related products
 

Catalogue C96-Bb_EU.pdf

JAH, Floating Joint, Heavy Load

JA, Floating Joint, Standard

ASR*30/ASQ*30, Air Saving Valve (PFC/QFC Valve), Metric

AS*2/3*1F-A, Speed Controller with One-touch Fitting, Push Lock, Elbow/Universal Type

SY5000, 5 Port Solenoid Valve, All Types (New Product)

M9NW/M9PW/M9BW, 2 Colour Indication Style Solid State Switch, Direct Mounting, Grommet, In-line
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https://content2.smcetech.com/pdf/C96-Bb_EU.pdf
https://www.smc.eu/pt-pt/products/jah-floating-joint-heavy-load~17889~cfg
https://www.smc.eu/pt-pt/products/ja-floating-joint-standard~30357~cfg
https://www.smc.eu/pt-pt/products/asr-30-asq-30-air-saving-valve-pfc-qfc-valve-metric~134175~cfg
https://www.smc.eu/pt-pt/products/as-2-3-1f-a-speed-controller-with-one-touch-fitting-push-lock-elbow-universal-type~134145~cfg
https://www.smc.eu/pt-pt/products/sy5000-5-port-solenoid-valve-all-types-new-product~72128~cfg
https://www.smc.eu/pt-pt/products/m9nw-m9pw-m9bw-2-colour-indication-style-solid-state-switch-direct-mounting-grommet-in-line~75378~cfg

