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Guide

MXH16-30Z

Datasheet

Bore sizes: 6, 10, 16, 20 mm•

Special (non-standard) porting option•

Rubber bumpers•

RoHS compliant•

Auto switch capable•

Double-acting, single-rod cylinder

Standard specifications
Bore Size 16mm
Stroke 30mm
Auto Switch No Switch
Lead Wire or Prewired Connector 0.5m (Or None in the Case of No Switch)
Number 2 pcs. (Or None in the Case of No Switch)
Made to Order None
- Compressed air
Maximum operating pressure 0.7 MPa
Minimum operating pressure 0,06 Mpa
Proof pressure 1.05 MPa
Pneumatic input connection M5
Theoretical cylinder force, advance stroke (at 0.5 MPa) 101 N
Theoretical cylinder force, return stroke (at 0.5 MPa) 86 N
Maximum piston speed 500 mm/s
Type of cushioning Rubber Bumper
Allowable moment Mp 3,49
Allowable moment My 3,49
Allowable moment Mr 6,47
Allowable kinetic energy 0,05
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Weight 0.260 Kg
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Dimensions
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Constructions
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Additional information

Catalogue MXH-Z-A_EU.pdf

Operation manuals OM_MXHx_OM0056EN-P.pdf
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https://content2.smcetech.com/pdf/MXH-Z-A_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_mxhx_om0056en-p.pdf
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